
Precision live centers 
with replaceable inserts

Possibility of implementing other designs of inserts according to customer 
specifications.

Choice of using replaceable inserts.
Special seals prevent the ingress of process liquid and dust particles.
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Depending	on	the	replaceable	insert	used	-	the	workpieces	can	be	clamped	in	a	60°	centering	hole	
or	workpieces	with	a	60°	rotating	taper	support	cone	or	for	example	parts	without	a	drilled	hole	
on the surface, tubes at the inside diameter etc. The rotating part of the live center is closed by 
a conical cavity which enables clamping of various inserts in the shape of „a ÷ g“ as required. The 
inserts must be pressed into the cavity with a clamping force (by tailstock). The insert is removed 
out with the ejecting fork (h).The live centers are provided with MORSE taper shanks according to 
ČSN	standard	ISO	296.

In the standard version the live centers are supplied with one set of replaceable clamping inserts 
in shape „a ÷ g“ and with one ejecting fork (h). In the required version, the live centers are supplied 
with a set of inserts of your choice. In a special design, the live centers are supplied according to 
the	customer's	specific	requirements	(the	shape	of	clamping	inserts).

The individual clamping inserts are also supplied as spare parts. The live centers are supplied 
with	lithium-based	grease	Mogul	LV2-WR.	Disassembly	of	the	live	centers	-	except	for	authorized	
service - not recommended.

Live centers with replaceable inserts are designed for work 
on lathes. Their design allows universal use in a various 
piece production and a wide range of workpieces.

ČSN 24 3326

Mk Ø D Ø d  L l n Q m w catalogue no.

2 36 10 110 45,5 6	000 340 0,75

0,012

21-71262

3 47 15 145 62 5 000 400 1,52 21-71263

4 55 20 171 69 4 000 1 300 2,88 21-71264

5 70 25 213 84 3 500 2	000 5,75 21-71265

6 90 30 283,5 103 2	500 4 000 13,85 21-71266

Mk MORSE taper shank

n max. rotation speed (rpm)

Q max. workpiece weight (kg)

m product weight (kg) 

w concentricity accuracy (mm)



replaceable inserts

mv insert weight (kg)

ks pieces in a set

Mk Ø D Ø D1 Ø D2  Ø d L l ks mv catalogue no.

2 28 19 5 10 36 17

1

0,061 21-00421

3 36 28 12 15 45 20 0,13 21-00371

4 45 37 17 20 53 23 0,23 21-00380

5 56 44 20 25 65 27 0,42 21-00396

6 70 58 24 30 80 34 0,92 21-00402

Mk Ø D Ø D1  Ø d L l ks mv catalogue no.

2 44 20 10 36 17

1

0,067 21-00420

3 63 33 15 45 20 0,22 21-00354

4 70 35 20 53 23 0,43 21-00379

5 80 38 25 65 27 0,47 21-00395

6 100 50 30 80 34 1,55 21-00401

Mk Ø D Ø D1  Ø d L l ks mv catalogue no.

2 28 4 10 36 17

1

0,042 21-00419

3 36 6 15 45 20 0,065 21-00353

4 45 10 20 53 23 0,135 21-00378

5 56 14 25 65 27 0,27 21-00394

6 70 20 30 80 34 0,72 21-00400

Mk Ø D Ø D1  Ø d L l ks mv catalogue no.

2 15

0,5

10 40 21

1

0,02 21-00418

3 20 15 51 26 0,05 21-00346

4 25 20 60,5 30,5 0,11 21-00377

5 32
1

25 74 37 0,20 21-00393

6 36 30 90 44 0,34 21-00399
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Mk  Ø d ks mv catalogue no.

2 11

1

0,018 21-00424

3 16 0,02 21-00385

4 22 0,03 21-00383

5 27 0,06 21-00407

6 32 0,16 21-00405

Mk Ø D Ø D1  Ø d L l ks mv catalogue no.

2 15
2,5	

10 36 17

1

0,03 21-00423

3 20 15 45 20 0,06 21-00374

4 25
5 

20 53 23 0,123 21-00382

5 32 25 65 27 0,23 21-00398

6 36 8 30 80 34 0,38 21-00404

Mk Ø D Ø D1 Ø D2  Ø d L l ks mv catalogue no.

2 38 28 14 10 36 17

1

0.11 21-00422

3 45 38 22 15 45 20 0,2	 21-00372

4 63 53 30 20 53 23 0,41 21-00381

5 70 60 36 25 65 27 0,66	 21-00397

6 100 88 54 30 80 34 1,35 21-00403

Mk Ø D  Ø d L l ks mv catalogue no.

2 22 10 36 17

1

0,055 21-00425

3 25 15 45 20 0,13 21-00386

4 32 20 53 23 0,18 21-00384

5 45 25 65 27 0,34 21-00408

6 56 30 80 34 0,50 21-00406

e

f

g

H

h

Mk Ø D Ø D1  Ø d L l l1 ks mv catalogue no.

3 20 15 12,5 51,5 26,5 19,4

1

0,09 D21-03349

4 25 20 16,5 64 34 27 0,11 D21-00154

5 32 25 22,5 78 40 33 0,21 D21-03442


